
91
72

8 
Fr

es
e 

SI
G

M
A

 C
o

m
p

ac
t 

D
N

50
-1

50
 re

v0
 J

U
N

 1
5

www.frese.eu

Frese SIGMA Compact
DN50-DN150 

DK

EN

	 Montagevejledning
	 Монтажная инструкция

Mounting instructions

Danmark · Tlf. +45 58 56 00 00  
Deutschland · Tel. +49 (0)241 475 82 333  
Россия · Tel. +7 (812) 655 70 60

Produktbeskrivelse: Frese SIGMA Compact stilbar dynamisk 
reguleringsventil. (Se technote).
Описание: Frese SIGMA Compact - автоматический 
ограничитель расхода с изменяемой настройкой (см. каталог).

Product Description: Frese SIGMA Compact externally 
adjustable dynamic balancing valve. (See technote)

FIG 1 Installation: Frese SIGMA Compact kan installeres i enten 
fremløb eller retur. Det anbefales, at man installerer snavssamlere 
og kuglehaner.  
FIG 1 Монтаж: Frese SIGMA Compact может быть установлен 
как на подающем, так и на обратном трубопроводе. 
Рекомендуется установка фильтров. 
FIG 1 Installation: Frese SIGMA Compact can be mounted in 
either the supply or the return line. Installation of strainers and 
isolation ball valves are recommended. 

Sikkerhedsinstruktion: Fabrikanten forholder sig ikke ansvarlig 
for nogen form for skade forvoldt ved anden brug end den 
angivede applikation. Sådanne risici forbeholdes udelukkende 
brugeren. Det er vigtigt at overholde montagevejledningen for 
at sikre korrekt anvendelse af ventilen.
Меры предосторожности: Производитель не несет 
ответственности за любые травмы, полученные в результате 
использования, кроме как в указанном приложении. 
Данный риск полностью лежит на пользователе. 
Соблюдение инструкции по монтажу является 
обязательным условием.

Safety Instructions: The manufacturer is not liable for any 
damage resulting from use other than in the designated 
application. Such risk lies entirely with the user. Observance 
of the mounting instructions is considered as part of the valve 
designated use.

FIG 2: Indstilling af flow ifølge grafer eller Frese’s APP .
FIG 2: Для определения настройки используйте диаграммы 
подбора или приложение Frese APP.
FIG 2: Flow pre-setting using the graphs or the Frese APP for 
the valve dimension in question.

FIG 3: Indstillingshåndtag monteres på ventil.
FIG 3: Рукоятка устанавливается на шток клапана  
FIG 3: Hand wheel is mounted on the valve neck

FIG 4: Ventilspindel fastgøres til indstillingshåndtag 
FIG 4: Устанавливается блокиратор настройки 
FIG 4: Valve spindle is lock to the hand wheel.
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Frese SIGMA Compact . High Flow DN50

Frese SIGMA Compact . High Flow DN80

Frese SIGMA Compact . Low Flow DN50

Frese SIGMA Compact . Low Flow DN65

Frese SIGMA Compact . Low Flow DN80
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Frese SIGMA Compact . High Flow DN65
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Frese SIGMA Compact . High Flow DN100Frese SIGMA Compact . Low Flow DN100

Pre-set

70.0

60.0

50.0

40.0

30.0

20.0

10.0

0

m3/hFlow

0 21 3 4

35

min. Δp kPa

25

22

20

19.44

16.67

13.89

11.11

8.33

5.56

2.78

0

l/s

Pre-set

90.0

80.0

70.0

60.0

50.0

40.0

30.0

20.0

10.0

0

m3/hFlow

0 21 3 4

min. Δp kPa
75

45

35

30

l/s

25.00

22.22

19.44

16.67

13.89

11.11

8.33

5.56

2.78

0

Frese SIGMA Compact . Low Flow DN125 Frese SIGMA Compact . High Flow DN125
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Frese SIGMA Compact . Low Flow DN150 Frese SIGMA Compact . High Flow DN150
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