91732 Frese STBV FODRV DN65-DN300 rev3 AUG 16
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Frese STBV Range

FODRYV - DN65 - DN300

Montagevejledning
MoHTa)xKHafa NHCTPYKUNA
(&> Mounting instructions

MpepctasutenbcTso B Poccun - Ten. +7 (812) 459 49 19
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FIG1

+/- +/- +/-

FIG 1: Frese FODRV kan monteres i savel frem- som returlgb. Det
anbefales at montere snavssamler og afspaerringer.

FIG 1: Frese STBV moryT ycTaHaBn/MBaTbCA Kak Ha MopatoLlem,
Tak 1 Ha obpaTHOM TpybonpoBofax. PekomeHayeTca ycTaHOBKa
GUNBTPOB U 3aMOPHbIX KNanaHoB.

@D FIG 1: Frese FODRV can be installed in either the supply line or
the return line. The use of strainers and isolation ball valves is
recommendable.

FIG 2

FIG 2: Ventilen kan positioneres frit i rarsystemet.

FIG 2: KnanaH mo»eT 6bITb yCTaHOBEH B JII060M NMOMOKEHNW.

FIG 2: The valve can be installed in every position.
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/FIG 3 B

L=5xDN L=2xDN
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FIG 3: For at opna en tilfredstillende verificering af flow skal
reguleringsventilen skal installeres med en lige rorleengde pa
minimum 5 x rgrdiameter for ventilen og 2 x rgrdiameter efter
ventilen.

@us) FIG 3: [lna obecneueHns Tpebyemoi TOYHOCTV 3aMepoB
pacxofa, HeobxoguMmo npefycMaTpuBaTb  MUHMMAaJbHble
npAMONMHENHbIE yyacTu Tpybonposoda B 5 AvMameTpoB Ao
KnarnaHa v 2 fuameTpa nocne.

(en) FIG 3: In order to obtain a satisfactory verification of the flow ,
the valve must be installed with a minimum length of straight
pipe at 5 x pipe diameter upstream of the valve and 2 x pipe
diameter after the valve.
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